OUTPUT INPUT

BATTERY

OTHERS

MODEL

Voltage(VAC)
Frequency(Hz)

Phase

Power

Phase

voltage (VAC)

Frequency
Wave Form
Transfer time

Overload

Voltage

Battery Type

Communication
Port

Display

Alarm
Protection

Noise (dB)
Temperature
Humidity
Dimension
(L*W*H)mm

Weight(Kg)

UHR 11 (6~15 KVA)

220+25%
50/60+5%(50/60Hz Settings)
Single phase , Three Wires

6000VA 10000VA 15000 VA

Single phase

220/230/24012%

50/60+0.05 Hz
Pure Sine Wave ,THD<3%(Linear Load)
0
125%Lload for 60 Seconds , 150% Load for 1 Second

192 VDC

In (16xX7Ah12V)/Ext

RS232

LCD Displays Input Voltage ,Output Voltage ,Load
Capacity ,Battery Voltage ,Etc.LED indicates running
status

Overload, Abnormal AC input, Low Battery

Low Battery ,Overload, Short-Circuit, Over Temperature,
Output Low Voltage, Output Over Voltage

<45
0~40°C
0~95%(Non Condensed)

230x635%690 400x800x1180

230x620x470  300x590x700  00*800x1180

91/47 308/90 353/158
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